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Chapter 1: Introduction

1.1 Features

Supports 10BASE-T, 100BASE-T, 1000BASE-T and
2.5GBASE-T

Supports 10/100/1000/2500 Mbps Ethernet

Compliant to PCle 2.0

Supports Preboot eXecution Environment (PXE)

LED indicators indicate status of link/ activity and speed
Supports Jumbo Frames up to 9K

Supports WOL

No need to install drivers on Linux

1.2 Systems Requirements

Windows 10 RS5 or later (64 bits Only)
Linux kernel 5.8 or later

Available 1-lane PCle 2.0 slot
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1.3 Package Contents

® 1 xPCle 2.5G 4-Speed Multi-Gigabit Network Adapter
® 1 xUser Manual

Chapter 2: Getting Started

2.1 Hardware Layout

)

10/100/1000 M Link/Activity indi¢

2.5 G Link/Activity indicator

Link/Activity Indicator:
® When the LED is off, there is no link between the PCle 2.5G
4-Speed Multi-Gigabit Network Card and the network.
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When the LED is on, a link is established, but there is no traffic
on the network.

When the LED is flashing, there is traffic on the network to
which the PCle 2.5G 4-Speed Multi-Gigabit Network Card is
connected.

2.2 Hardware Installation

Turn off the power to your computer.

Unplug the power cord and remove your computer’s cover.
Remove the slot bracket from an available PCle slot.

To install the card, carefully align the card’s bus connector with
the selected PCle slot on the motherboard. Push the board down
firmly.

Replace the slot bracket’s holding screw to secure the card.

Secure the computer cover and reconnect the power cord.
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2.3 Driver Installation

2.3.1 Getting software driver

1. Navigate to www.sunrichtech.com.hk and enter ordering code
(N-690) in the search field.

2. Click the "Manual & Download" tab.

Click "Download Drivers".
4. Extract the content of the downloaded file into a folder for driver

installation.

2.3.2 Installation for Windows

1. Please locate and double-click on the Autorun.exe file to

launch the install program.

H Autorun.exe

2. Follow the instructions on screen to install the driver.
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2.4 Verifying the installation

2.4.1 Verifying for Windows

1.

2.

Click on the “Device Manager” tab in the Windows Control

Panel.

Start > Windows> Control Panel > Device Manager

[EZ] All Control Panel ltems

“ [EZ » Control Panel » All Control Panel ltems

Adjust your computer’s settings

i Administrative Tools
% Date and Time

@ Ease of Access Center

& Indexing Options

@ Mouse

[l Programs and Features
¥* Security and Maintenance

EA system

82, User Accounts

g AutoPlay

(@ Default Programs

& File Explorer Options
Internet Options

5= Metwork and Sharing Center
Recovery

i Ssound

[ZL, Taskbar and Navigation

o Windows Defender Firewall

Kl Color Management

Flash Player (32-bit)
&% i5CS! Initiator

[ Phone and Modem
¢® Region

& Speech Recognition
2] Text to Speech

Expand "Network adapters", you can read “Intel(R) Ethernet

Controller 1255-V” in the Device Manager.
+ [F Network adapters
I? Intel (R} Ethernet Controller 1225-V

MN5000000085

Page 7



	Chapter 1: Introduction
	1.1 Features
	1.2 Systems Requirements
	1.3 Package Contents

	Chapter 2: Getting Started
	2.1 Hardware Layout
	2.2 Hardware Installation
	2.3 Driver Installation
	2.3.1 Getting software driver
	2.3.2 Installation for Windows

	2.4 Verifying the installation
	2.4.1 Verifying for Windows



