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Chapter 1: Introduction

1.1 Product Introduction

Super-Speed USB 3.0 interface is the next revolution in 1/O
interconnect standards that will deliver the bandwidth and features
required by PCs, consumer electronics and communications devices.
With 10 times faster throughput than USB 2.0 standard and backward
compatible with current USB device features, USB 3.0 interface will
be the trendy of IT technology.

This board is a 2-port Super-Speed USB 3.0 PCI Express card. It is
compliant with the PCI Express Generation 2 specification for host PC
system. It works up to 5 Ghps for data transfer when connecting to
USB 3.0 compliant peripherals, while maintaining compatibility with
existing USB peripheral devices.

This board supports USB 3.0 High-Speed device and backward
compatible with current USB 2.0 High-Speed and USB 1.1 Full-Speed
device. It is an ideal choice for external storage devices, MP3 players,
external DVD Writer, Card Readers, digital cameras, webcams,

networking, video devices, and all other USB devices.
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1.2 Features

Fully compliant with PCI Express Base Specification Revision
2.0

Single-lane (x1) PCI Express throughput rates up to 5 Gbps
Compliant with Universal Serial Bus 3.0 specification Revision
1.0

Support USB Battery Charging Specification Revision 1.2
Complaint with Intel’s eXtensible Host Controller Interface
(xHCI) Specification Revision 1.0

Supports simultaneous operation of multiple USB 3.0, USB 2.0
and USB 1.1 devices

Supports the following speed data rates as follows:

Low-speed (1.5Mbps) / Full-speed (12Mbps) / High-speed
(480Mbps) / Super-speed (5Gbps)

Supports 2 downstream ports for all speeds

Built-in 4-pin power connector for receiving extra power supply
from system

Hot-swapping feature allows you to connect/disconnect devices

without powering down the system
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1.3 System Requirements

®  Windows XP/Vista/7 /8/8.1/10 (32/64 bit)

®  One available PCI Express slot (Recommend PCI Express 2.0)
1.4 Package Contents

® 1xUSB 3.02-Port PCI Express Card

® 1xDriverCD

® 1 x User Manual

Note: Contents may vary depending on country/market.

Chapter 2: Getting Started

2.1 Hardware Installation

1.

2
3.
4

Turn off the power to your computer.

Unplug the power cord and remove your computer’s cover.
Remove the slot bracket from an available PCle slot.

To install the card, carefully align the card’s bus connector with

the selected PCle slot on the motherboard. Push the board down
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5.
6.

firmly.
Replace the slot bracket’s holding screw to secure the card.

Secure the computer cover and reconnect the power cord.

2.2 Driver Installation

1.

Insert the provided CD into your disk drive. The CD-ROM will
start automatically. The following screen will show up and please
click “Install Driver”.

SuperSpeed USB 3.0 Host Controller

Install Driver

*Note: Actual image may vary
Note: If the install program doesn’t run automatically, please
locate and double-click on the Autorun.exe file in the CD to
launch the install program.
Please click «“720201/720202” to start the installation.
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h 4 .
(E—02 Install Driver

*Note: Actual image may vary

3. Click “Next” to continue.

Please check accept license agreement box, and click “Next” to

continue.

felcome to the InstallShield Wizard for Rene:
Hletironcs 15830 Hom Connio Ditwer

The statstield Wizard vl nstal Renssas Electiorics
58 3.0 Host ol Diivs on youl comeuler. To
corews, chck New.

Nest > [ coamel |

Renesas Electronics USB 3.0 Host Controller Driver - InstaliShisld Wizard [

Renesas Electronics USB 3.0 Host Controller Driver - InstallShield Wizard %)

License Agreement

Plaase tead the fobomng bcente agreement carehuy

‘ i Aqr t

READ CAREFULLY: This End User
legal agreement betw

and RENESAS. Electr
oftware (Software”).

[IMPORTANT -

|agreement (*EuLA’)
fividaal or an. erix
|(*RENESAS”) for UsB3

Corparation

|YOU AGREE TO BE BOUND BY THE TERMS AND CONDITIONS
|OF THIS EULA BY INSTALLING, COPYING OR OTHERWISE
|USING SOFTWARE. IF YOU DO NOT AGREE THE TERMS AND +

P

5 accept the tems of the fcense agresrent (
1 do rot accept the tems of the lcanse agresment

< Back New> | [ Cancel |

4. Click “Install” to continue.

Click “Finish” to end of the driver installation steps.

e ———————————————————————————
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InstallShield Wizard Complete

The InstaStehd Wizad s successly b
Elex 82 hton Corbtes Do ik Freh oo

ik Install 1o begin the ratalation

H you wark 0 teview ox change any of yous nstalision sefings. cick Back. Cick Cancel 1o exk
the vizrd.

Cemr ]

Note: USB 3.0 2-Port PCI Express Card’s driver was embedded
into Windows 8/8.1/10 OS. That’s, the driver can be installed into
Windows 8/8.1/10 automatically.

2.3 Hardware Verify
1. Click on the “Device Manager” tab in the Windows Control
Panel.

Start > Control Panel > Device Manager
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9 » ControlPanst » AllConr Panl ems » = |45 ) Sero ontot P »

Adjust your computer’s settings

2. Entry “Universal Serial Bus controllers” item, and you can read
“Renesas Electronics USB 3.0 Host Controller” and “Renesas
Electronics USB 3.0 Root Hub” in the Device Manager.

i Unlversal Senal Bus controllers
; G InteI(R] ICH10 Famlly USB Enhanced Host Controller - 3A3A
6 Intel(R) ICH10 Family USB Enhanced Host Controller - 3A3C
i i Intel(R) ICH10 Family USB Universal Host Controller - 3A34
- a Intel(R) ICH10 Family USB Universal Host Controller - 3A35
G Intel(R) ICH10 Family USB Universal Host Controller - 3A36
ﬁ Intel(R) ICH10 Family USB Universal Host Controller - 3A37
i Intel(R) ICH10 Family USB Universal Host Controller - 3A38
; Intel(R) ICH10 Family USB Universal Host Controller - 3A39

a Renesas Electronics USB 3.0 Host Controller
Renesas Electronics USB 3.0 Root Hub

wow

2.4 Driver Uninstall
1. Click on the “Programs and Features” tab in the Windows

Control Panel.
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Start > Control Panel > Programs and Features

5 » Control Panct + All Control PanelRems » » | 49 | Search Comtrel Pamel 3

Adjust your computer’s settings

2. Entry “Uninstall or change a program” page, and double click
“Renesas Electronics USB 3.0 Host Controller Driver” to

process driver uninstallation procedure.

<« All Control Panel ltems » Programs and Features + |43 [ Search Programs and Features )

Control Panel Home .
Uninstall or change a program

View installed updates To uninstall a program, select it from the list and then click Uninstall, Change, or Repair.
@ Turn Windows features on o
o Organize v = @
Name = Publisher -
| 38 Renesas Electronics USB 3.0 Host Controller Driver  Renesas Electronics Corporation | ~
v

T . T

Chapter 3: Troubleshooting Tips

® [f card and devices connected to the computer do not seem to be
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working properly, please perform below basic troubleshooting
steps:

1. Check that all cables are correct and securely connected.

2. Make sure USB device’s power is turned on.

3. Make sure the devices are getting enough power they require.
4

Make sure there is no problem with the card installation.

®  Computer failed to start after inserting the USB 3.0 PCI Express
card.
Turn off the computer, remove the USB 3.0 PCI Express Card, and try
to restart the computer. If the computer starts successfully, it means
that the card has not been inserted into the PCI Express slot correctly.
Please clean golden figure by rubber firstly, then change another PCI
Express slot.
® How to deal with there is a yellow exclamation point on
controller?
4 _Q. Other devices
| w7 Universal Serial Bus (USB) Controller
1. Please shutdown your computer and move the card to
another available slot then re-install USB 3.0 driver.
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2. Please point on this device then right-click on the mouse.
Selecting “Update Driver” to renew USB driver.
3. This exclamation point usually means there is a resource
conflict between this card and another card in your system.
Please move the card to another available slot. Restart your
computer. Windows will re-configure itself and re-assign
resources. Check your device manager again.
® A message is displayed starting that not enough power can be
given to the connected device.
Make sure to plug 4-pin power cable on board to provide efficient
power to USB devices. But the better way is using device self-power to
satisfy it.
® s it possible to connect current USB 1.1 or 2.0 devices to the
USB 3.0 PCI Express card?
Yes it works. Device will not obtain the USB 3.0 speed, but USB
2.0/1.1.
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