USB 3.1 2-Port PCI Express Card

User Manual
Ver. 1.00

All brand names and trademarks are properties of their

respective owners.
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Chapter 1: Introduction

1.1Features

Compliant with PCI Express Base 3.0 Specification

®  Support PCI Express Gen2 x2 or Gen3 x1

®  Compliant with Universal Serial Bus 3.1 Specification Revision
1.0

®  Compliant with Universal Serial Bus Specification Revision 2.0

®  Backward to compatible with USB 3.0/2.0/1.1 interface

®  Up to 10 Gbps bandwidth performance with low latency

®  Support two port of USB 3.1

®  Compliant with eXtensible Host Controller Interface (xHCI)
Specification Revision 1.1

®  Support over current detection

1.3 System Requirements

®  Windows® 7/8/8.1/10(32/64 bit)

®  One available PCI Express slot (x4, x8, or X16)
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1.4 Package Contents
1 x USB 3.1 2-Port PCI Express Card

® 1 xUser Manual
® 1 xDriverCD
® 1 x Low Profile Bracket

Chapter 2: Getting Started

2.1 Hardware Layout
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Figure 1: 1 x External Type-A + 1 x External Type-C
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Figure 2: 2 x External USB 3.1 Type-A
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Figure 3: 1 x External Type-A + 1 x Internal Type-A

2.2 Hardware Installation

1. Turn off the power to your computer.
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Unplug the power cord and remove your computer’s cover.
Remove the slot bracket from an available PCI Express slot (x4,
x8, or x16).

To install the card, carefully align the card’s bus connector with
the selected PCle slot on the motherboard. Push the board down
firmly.

Replace the slot bracket’s holding screw to secure the card.

Secure the computer cover and reconnect the power cord.

2.3 Driver Installation

1.

Insert the provided CD into your disk drive. The CD-ROM will
start automatically. The following screen will show up and please

click “Install Driver”.

USE 3.1/2.0 Host Confraller

Tnstall Driver

*Note: Actual image may vary
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Note: If the install program doesn’t run automatically, please
locate and double-click on the Autorun.exe file in the CD to
launch the install program.

2. Please click “ASM1142” to start the installation.

h 4 .
E——03 Install Driver

ASM1142
L]

*Note: Actual image may vary
3. Click “Next” to continue.
Please check accept license agreement box, and click “Next” to

continue.
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Welcome to the InstaliShield Wizard for
| Asmedia USB Host Controller Driver

The IrstallSheldiR) Wizard el rstal Asmedis USS Host
‘Conroller Driver on your comter. To contrue, dick Next.

WARNING: Ths program i protected by copyrght lw and
ntematins teabes.

> [_cwed ]

Iuststield

[ Aomedia US8 Hon &
License Agreement
[ ——

'LICENSED SOFTWARE AGREEMENT b

IMANDATORY TERMS TO BE INCLUDED IN THE LICENSE
[AGREEMENT Notice: This is a legally binding contract between you ("You"
[and “Your'), and ASMedia Technology Inc ("we’ and 'us” or ‘our’)

WE PROVIDE THE LICENSED SOFTWARE TO YOU ONLY UPON THE
[(CONDITION THAT YOU ACCEPT ALL OF THE TERMS AND CONDITIONS -

B Laccant e terms 1 the bomrue agresment [Pt
st aczegt the-terms e beene gpeement

Lo ]

4. Click “Finish” to end of the driver installation steps.

Fost Controler Driver, Cick Fneh to exit the waard.

Note: The USB 3.1 2-Port PCI Express Card’s driver was
embedded into Windows 8/8.1/10 OS. That’s, the driver can be
installed into Windows 8/8.1/10 automatically.
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2.4 Hardware Verify

1. Click on the “Device Manager” tab in the Windows Control
Panel.

Start > Control Panel > Device Manager

9+ ContolPanst »_ Al Control Pnei ke » <[4 | e P »

Adjust your computer's settings

»
3
~
]
°

2. Entry “Universal Serial Bus controllers” item, and you can read
“ASMedia XHCI 1.1 Controller” and “USB Root Hub” in the
Device Manager.

4§ Universal Serial Bus controllers

|_ ----- E ASMedia XHCI1.1 Controller

Genenc USE Hub

Generic USE Hub

----- U Intel(R) 7 Series/C216 Chipset Family USB Enhanced Host Controller - 1E26
----- E Intel(R) 7 Series/C216 Chipset Family USE Enhanced Host Controller - 1E2D
----- E Intel(R) USE 3.0 eXtensible Host Centroller

----- Intel(R) USE 3.0 Root Hub

.- § USBRoot Hub
..... USE Root Hub
..... ¥ USB Root Hub
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2.4 Driver Uninstall
Click on the “Programs and Features” tab in the Windows

1.

Control Panel.
Start > Control Panel > Programs and Features

% » Control Panei » All Control Panel Rems »

Adjust your computer's settings

2. Entry “Uninstall or change a program” page, and double click
“Asmedia USB Host Controller Driver” to process driver

@O- <« Programs b Programs and Features B i s o
Cantrol Panel H .
orh e Uninstall or change a program
View installed updates To uninstall a program, select it from the list and then click Uninstall, Change, or
& Tumn Windows features on or Repair.
off
Organize »  Uninstall = @
Name ’ Publisher -
B Adobe Flash Player 11 ActiveX Adobe Systers Incorporated |
Rsmedia USB Host Contraller Driver . Asmedia Technalogy -
i v

<

| 52

Asmedia Technology Product version: 116230
Help link: httgs//wwAsmediaTechnology.c..
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